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|. Preface

IPmotion is a powerful mobile application designed for connecting your mobile
device to specific IP Cameras. IPmotion supports push video (motion

notification), for IP Cameras using an SD Card.

IPmotion is able to provide live video and playback videos from SD card.

Snapshots are also supported on this version.

ll. Features

Live Video

Split screen view

Sort camera by title, IP, status
Snapshot

Change channel

Two way audio

PTZ control

Preset points setting

Digital zoom for non PTZ-camera
Motion Detection

Push video

Push video list

Reading from SD card
Searching LAN devices
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I1l. Installation

Before the Installation make sure your Android mobile can connect to the internet
via WIFI or ISP (3G, 4G).

A. Installation via QR code

1. Scan the following QR code with your Android Phone. NOTE: You will
need a QR code scanner previously installed on your phone.

2. After scanning the code your phone might ask you for select of the following

options (depending on the phone configuration):

Complete action using

Play Store

Always Just once

3. Sel ect t he APl ay Storeo opti on and

depending on your preference.
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4. On Play Storeq press the button and type-in IPmotion for start
the searching.

APPS 4
1. IPmotion
6
\—
E.Presson o6l nstall é f or start the install at

IPmotion
VIDEO SURVEILLANCE SYSTEM CO

%k ok

R 1 1 person +1'd this
Rate & review

Description TRANSLATE

IPmotion is a powerful APP designed for connect your
mobile device to specific IP Cameras. IPmotion

After completing the installation, the application IPmotion can be found within all

programs.

5/35



[Esitiei

6. Press on the icon to run the APP.

B. Installation via Play Store

A8 button for displaying all the apps installed.

On the main press the

Find the skt icon and press it.

Repeat the steps 4~6 from Installation via OR Code
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V. GUI Description
1. Main Screen

[Pmotion

Press on the icon to open the APP.

®

] Switch between List View/ 4 Split
L Screens view mode.

Views

L Add a new IP Camera.
o=
New Device

@ Search for a IP Camera within the
\ LAN.
LAN Search
E] Display the Events List.
Events List

Sort the IP Cameras by Title, IP and Status

m o X B

VIENS New Device LAN Search Events List
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2. Live View

E '@ Go back to main screen

- Options

Take a snapshot

Switch the IP Camera Live view for
SRUCl another one on the IP Cam list.

Enable / Disable the PTZ controls

example iai
PTZ Control [EGYg d|g|ta| zoom control

60.251.82.53:80

Enable / Disable audio from IP
Cam

@ P Display the files inside the SD card.
S

Fast Switch PTZ Control
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V. Operations

1. Adding IP Cam

Press on the button. It will open the following interface.

Back

Title

IP Address

Port

Account

Password

Push Video

Type-in the following information:

Title: The name for the IP Camera to be displayed on the APP.
IP Address: The IP address or DNS of the IP Camera

Port: The port used for connecting to the IP Camera.
Account: The account name for login into the IP Camera.

Password: The password associated with the account name.

Push Video function will be explained later in this document.
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After typing-in all the information press on the button for adding the IP

Camera.

After pressing on the button, the following messages might appeatr.

Situation

Message

No title provided

Error!!

Please Enter Name

OK

No IP provided

Error!!

Please Enter IP

No Port provided

Error!!

Please Enter Port

OK

The IP Camera is off-line

Warning!!

This Device is Off-Line

Cancel Continue
Bypressi ng on ACont i ny
added displaying an off-line state
Warning!!
Account for this Device is Invalid
Invalid account name or password
Cancel Continue
Bypressi ng on AConti nu

added displaying an off-line state
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If there is no any error message the Camera will be added into the APP interface.

= IP CAM ¢

TITLE
o

I ”m example
60.251.82.53:80 Online

. «
g pRTYR

On the interface the IP Camera will display of the following states:

i q example
On-line : 60.251.82.53:80 Online

Displays snapshot from current Live View

example2
Off-Line = 3¢ 60.251.70.80:80 Offline

Connection loss

| example3
Incorrect Account == 00.251.82.50:80 Incorrect Account

Incorrect account name or password

= example2
60.251.70.80:80 Connecting...

The APP tries to re-connect the IP Camera after

Connecting

a login error or a connection loss.

NOTE: Pressing the IP Camera on the IP Camera list will refresh its state
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2. Edit & Delete IP Cam

After adding the IP Camera you can modify its information or delete it. It can be

performed in two ways.

1. On the IP Cam list

=@ IP CAM

P
= example3
v
| LR 251.82.50:80 Online
L
-
<Ml example
LSk P
82.53:80 Online
i L)

= example4
,_?" 60.251.82.57:80 Online
il.___ example2

@ ‘1— 60.251.82.59:80 Online

¥

=

LAN Search Events List

Long pressing on the specific IP Camera from the list will pop-out the following

options.

Edit

Delete

Bypressi ng on fADeletedo the I P Camera wil

12/35

be



By pressi n g o0 n, you Eath viewothe Camera info and be able to change its

information.

Back

Title Lexample

IP Address 60.251.82.53

Port 80

Account

Password

Push Video

Status Online

After changing the IP Cam info press on the - button located in the
top-right corner for applying the changes.

2. Editing mode

Press on the n button for enabling the editing mode.
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IP

) example3
60.251.82.50:80 Onli

example

60.251.82.53:80 Onli

example5
60.251.82.56:80 Onli

example4
» 60.251.82.57:80 Onli

example2

£ 60.251.82.59:80 Onli

example7
118.163.124.13:1400

Pressing on the button will delete the IP Cam from the list.

Pressing on the button will display the Camera info for modifying its
information.

Back

Title bxample
IP Address 60.251.82.53
Port 80

Account

Password

Push Video

Status Online
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After changing the IP Cam info press on the - button located in the
top-right corner for applying the changes.

2. Live View

Press on the - button located at the top-right corner of the screen for

showing the options. The following options will pop-out.

Edit

Auto Play

Back

Title Iexample

IP Address 60.251.82.53

Port 80

Account

Password

Push Video

Status

By selecting on AEdito wildl di spl aye t he

information.

After changing the IP Cam info press on the - button located in the
top-right corner for applying the changes.

15/35



3. Push Video

Push Video is a function triggered when the IP camera detects motion. The IP

Camera will send notification together with the video event.
BEFORE USING PUSH VIDEO:
1 You need an SD Card inside the IP Camera for enabling this function.

9 Setup the IP Camera, for storing video at the SD Card when motion is

detected.

EXAMPLE:

1. Open your browser and type-in the IP address of the IP camera.

2. Click on the Aadmini st r at-righdcorngr,ag e 0

shown in the picture below.

3. On the Aadministration pageo cl i
below.
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4 . Set the area motion and tick on fASave
below. Also, set the interval time for detecting motion events. It is
recommended to set 60 seconds.

D00
S
XD
%% o

&
950
KRRKS
> 0.

)
.. X
25058
0.0.0

%%
Potete

Area Setting:

Sensitivity:

il

[Tl Area 2:

[CTe-mail [CIFTP [Clout1 [C] save to SD card | Samba

[Tl Area 3: [CTe-mail [CIFTP [Tl out1 [Tl save to SD card | Samba

Subject: IP Camera Warning!

Interval: | 10 sec |~ | afferiod of time between every two motions detected.

[”] Based on the schedule

5 ARecord Ti me Sett igthtpotheyvided. THisheagthwilllbee o | e r

same as the video received by the push notification.

Record Time Setting

Pre Alarm: SsecE Post Alarm: 5sec |E|

5.Click on APPLY for saving the changes.
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When adding or editing an IP camera. Press on the fPush Videoobutton.

Back

Title texample

IP Address 60.251.82.53

Port 80

Account

Password

Push Video

Status

After adding/changing the IP Cam info press on the - button located in the
top-right corner for applying the changes.

The IP Camera will start receiving notifications and soon as it detects motion.

36 -
s 1x:::=. 15:05

The APP can display up t 6 notifications. If there are more than 6 notifications it will

display the latest 6 notifications.

Open the notification area to see more details about the notifications.
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